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NOTES:

ALL MATERIALS SHALL BE RATED FOR A MINIMUM OF 250PSI.

BLOWOFF ASSEMBLY SHALL BE PLACED AT SHORTEST DISTANCE FROM WATER MAIN
TO ENSURE BLOW OFF ASSEMBLY CAN BE INSTALLED IN LANDSCAPING AND OUT OF
ROADWAYS.

BLOW-OFF ASSEMBLIES TO BE LOCATED AT DEAD-END MAINS TO BE RESTRAINED BY
FIELD-LOK GASKETS AT A SUFFICIENT LENGTH PER TABLE ABOVE.

6" RADIUS CONCRETE COLLAR, 4 12" THICK, REQUIRED IF VALVE BOX TO BE EXPOSED
TO TRAFFIC.

INSTALL BLOWOFF CENTERED IN UTILITY EASEMENT WHEN FEASIBLE. IF NO
EASEMENT EXISTS, PLACE BLOWOFF 2' OFF EDGE OF ROADWAY.

1.

2.

2" GALV COUPLING

ELEVATION

CAST IRON VALVE BOX
PER CITY STANDARD
DETAIL 5120

MJ CAP W/ MEGA LUG X 2" I.P.

(1) 4"x8"x16" CONCRETE
BLOCK UNDER VALVE

2" GALV. PIPE

(4) 4"x8"x16" CONCRETE
BLOCKS. (1) EACH
CORNER

3.

CONCRETE COLLAR.
SEE NOTE 3

4.

5.

MINIMUM RESTRAINED LENGTH OF DIP

RESTRAINED LENGTHS
PER PIPE DIAMETER
AND SOIL TYPE. SEE
TABLE BELOW
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